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Bundle includes

4K DLP imaging with Asiga’s integrated SPS ™ technology and auto-calibrating LED power sensor

385nm UV industrial grade LED

Unrestricted and unlimited access to more than 500 industry-leading materials

Touch-free hood opening, Smart heating, Rapid material change-over

Asiga Composer software.  Lifetime updates included

STL, SLC, PLY, STM (Asiga Stomp file format) 

Wifi, WirelessDirect, Ethernet

100-240VAC / 500Watts

340 x 440 x 555mm |  Weight 32.5Kg              13.4 x  x 17.3 x 21.8 inches |  Weight 66.1 Lbs

12 months manufacturers warranty

Unlimited lifetime technical support included

Asiga Composer software, Asiga dental material, Asiga Flash curing chamber, calibration toolkit

asiga.com

Predictable, reliable, smart. 
Unrestricted access to more than 500 Industry-leading materials.

Asiga SPS™ technology for a predictable output you can depend on.

®

Ultra (50)

192 x 108 x 145mm

50µm

Ultra (32)

121 x 68 x 145mm

32µm

Designed and manufactured in Australia.

© Asiga Pty Ltd.   AsigaCopyright  All rights reserved. Specifications subject to change without notice.  and the  logo are registered trademarksAsiga .

®

This brochure has been printed on eco-friendly,

recycled papers certified by FSC.

Explore the Ultra


	Page 1
	Page 2

